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IMPORTANT-PLEASE READ THESE INSTRUCTIONS 
FULLY BEFORE STARTING ASSEMBLY
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This product is for domestic use.



Bradawl,spanner and screwdriver are required but excluded.

Ruler - Use this ruler to help correctly identify the screws
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Plastic Switch x 2

Front Leg x 2 Rear Leg x 2 Upper Connect Tube x 1 Canopy U-shape Tube x 2

Canopy Tube x 2 Seat Cushion x 1 Armrest x 2 Canopy x 1

Hanging  Tube x 4 Lower Connect  Tube x 1 Side Connect  Tube x 2

M10x40 M8x90 M8 M6x60

M6
M6x35 M6x45

M6x25

M8 M6

Bolts x 4 Nuts & Washers x 4 Bolts x 6

Nuts & Washers x 17 Bolts x 2 Bolts x 6

Screw x 1

Spring hook x 2 Foot x 4 Cap x 4 Cap x 17

Plastic Sleeve x 8 Wrench x 1 Allen Key x 1
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Seat x 1

P

M6x55

Bolts x 2
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2 person required
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B: Then fix front leg    ,upper 
connect tube     and rear 
leg    together using bolts
washers  and nuts     .     
 

Then use nut covers        to 
cover the nuts 
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Fix side connect tube   
between front leg     and 
rear leg     using bolts     ,
washers and nuts     .     
 
 

(See fig .1)

fig.1
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Then use nut covers     to 
cover the nuts 
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(See fig .1)
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Then use nut covers     to 
cover the nuts 
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(See fig .3
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C: Fix the feet     to the legs.J
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A: Connect the 2 parts of 
upper connect tube    
together and use bolts     
washers and nuts    to fasten.

G

L

A： Connect the 2 parts of 

lower connect tube    together 
and use screw     to fasten.N
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B：Fix lower connect tube   

between two rear legs   
using bolts     ,washers and
nuts    . 
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A: Cap the both ends of the
hanging tubes    by plastic
sleeve    .
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B: Fix the armrest     and 
hanging tubes    to the 
seat    using bolts            ,
washers  and  nuts     .

7

9
12 D F H

Then use nut covers     to 
cover the nuts 
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(See fig .4)

fig.4
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B: Use plastic switch  
to fix the canopy U shape
tube    to the both sides of
the upper connect tube.   
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fig.5
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(See fig .5)
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Insert the canopy tube  
to the canopy     then 
connect  it  to the canopy 
U shape tube     . 

fig.6
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(See fig .6)
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A:Use spring hook    to hang
the seat, then put seat
cushion     on the seat.6
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Important: Before open the seat, please adjust 
the textiene to right position and differentiate 
the seat and back side.
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C: Put the seat cushion    to 
the seat    and fixed by 
bendage.
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