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 50M WR 

 Daily Alarm 

 Stopwatch 

 LED Light  

 

Stop Watch 1/100-sec accuracy. Press  B until display shows stopwatch mode (ST). The stopwatch continues to run, 

restarting from zero after it reaches its limit (59.99 seconds), until you stop it. The 

stopwatch measurement continues operation even if you exit the Stopwatch mode.  

Use following to measure times with the Stopwatch. 

 

 

 

 

 

 

 

 

Alarm  Allows you to specify the hour, minutes, day 

and month of the alarm.  

In Alarm Mode, Press C , the hour digits will automatically flash indicating the 

alarm is turned on. Press C to change the digit selection across the hour digits, and 

minute digits. Once minutes are completed Press C, no digits will flash and you 

return to Alarm Mode.  If you do not operant any button for one or minutes while a 

digit selection is flashing, the flashing will stop  and watch returns to Time Keeping 

Mode automatically .  

Water Resistant Suitable for bathing, swimming, and shower-

ing. not for diving. 

 Not suitable for swimming, snorkelling or diving. *Do not fully submerge for long 

periods of time.   
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Specifications 

A 

Model variations may differ in appearance from the example above. 

F-108WHC-7BEF          

LED Light Illumination B 

Mode  Indicator 

DAY/NIGHT –AM/PM Indicator 

LED Light  In any mode Press C to illuminate display  


